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EVL 2462-J-00B

32V, 2A, Synchronous Step-Down Converter

in TSOT23-6 Package Evaluation Board

DESCRIPTION

The EVL2462-J-00B evaluation board is
designed to demonstrate the capabilities of the
MP2462, a synchronous, rectified, step-down,
switch-mode converter with built-in internal
power MOSFETSs.

The MP2462 can achieve up to 2A of
continuous output current (lout) from a 4.2V to
32V input voltage (Vin) range. The output
voltage (Vout) can be regulated to as low as
0.6V.

The MP2462 provides 2A of highly efficient lour
with current-mode control for fast loop response.
Full protection features include over-current
protection (OCP), under-voltage protection
(UVP), and thermal shutdown.

The MP2462 requires a minimal number of
readily available, standard external
components, and is available in a space-saving
TSOT23-6 package.

PERFORMANCE SUMMARY

Specifications are at Ta = 25°C, unless otherwise noted.

Parameters Conditions Value
Input voltage (Vi) range 6V to 32V @
Output voltage (Vour) Vin = 6V to 32V, lout = OA to 2A Vour = 5V
Maximum output current (lout) ViN = 6V to 32V 2A
Typical efficiency Vin =12V, Vour = 5V, lout = 2A 91.7%
Peak efficiency Vin =12V, Vout = 5V, lout = 0.6A 94.7%
Switching frequency (fsw) 800kHz
Optimized Performance with MPS Inductor MPL-AL6060 Series
Notes:
1) For different V\y and Vour specifications with different output capacitors and inductors, the application circuit parameters may require
changes.
2) When V |y < 6V, the EN resistor divider value may need to be changed. Contact an MPS FAE for details.
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QUICK START GUIDE

The EVL2462-J-00B evaluation board is easy to set up and use to evaluate the performance of the
MP2462. For proper measurement equipment set-up, refer to Figure 1 and follow the steps below:

1. Preset the power supply to 12V, then turn off the power supply. @
2. Connect the power supply terminals to:
a. Positive (+): VIN
b. Negative (-): GND
3. Connect the load terminals to:
a. Positive (+): VOUT
b. Negative (-): GND
4. After making the connections, turn on the power supply. The board should start up automatically.
Check for the proper output voltage (Vour) between the VOUTSENSE and GNDSENSE terminals.

Once the proper Vour is established, adjust the load within the operating range, then measure the
efficiency, Vour ripple, and other parameters. )

7. After completing all tests, adjust the load to 0A, then turn off the input power supply.

Notes:

3) Ensure that Viy does not exceed 32V.
4) When measuring the Vour or Vi ripple, do not use the long ground lead on the oscilloscope probe.

Vin Vour
Measurement Measurement

U]Nslense GND GN'D UOUT!sensE

Monolithic Power Systems
Bema Board”

Vi = 6V to 32V EN END Load = 0A to 2A

Figure 1: Proper Measurement Equipment Set-Up
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EVALUATION BOARD SCHEMATIC
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Figure 2: Evaluation Board Schematic
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EVL2462-J-00B BILL OF MATERIALS

Qty Ref Value Description Package | Manufacturer Manufacturer PN
C1A, Ceramic capacitor, 50V, GRT31CR61H106KE
2 C1B 10pF X5R 1206 Murata 01L
1| coA 20uF )ngg"m'c capacitor, 16V, 1206 Wurth 885012108018
2 | c1,c2 | 100nF | Feramic capacitor, SOV, 0603 Samsung | CL10B104KBSNNNC
1 R1 150kQ Film resistor, 1% 0603 Yageo RCO0603FR-07150KL
1 R2 20.5kQ Film resistor, 1% 0603 Yageo RCO0603FR-0720K5L
1 R3 100kQ Film resistor, 1% 0603 Yageo RC0603FR-07100KL
1 R4 28.7kQ Film resistor, 1% 0603 Yageo RCO0603FR-0728K7L
1 R5 0Q Film resistor, 1% 0603 Yageo RC0603FR-070RL
1 R6 10Q Film resistor, 1% 0603 Yageo RC0603FR-0710RL
1 c3 0.1uF ggg‘m'c capacitor, 25V, 0603 Wurth 885012206071
1 c4 8.20F | COG capacitor, 50V 0603 Murata GRMwig%HBRZD
1 C5 0.1uF )C(;r:?mic capacitor, 16V, 0603 Wurth 885012206046
1 L1 4.7uH :Zﬂ”ftgk Roc = 12mQ, SMD MPS MPL-ALB060-4R7
1 | ut | Mmpasae2 | 32V, 2A synchronous SOT23-6 MPS MP2462GJ
step-down converter
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EVB TEST RESULTS

Performance curves and waveforms are tested on the evaluation board. Vi = 12V, Vour = 5V,
Ta = 25°C, unless otherwise noted.

Efficiency vs. Load Current Thermal Performance
Vour =5V, L=4.7uH, DCR = 12mQ lout = 2A, no forced airflow, Tcase = 68.8°C
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EVB TEST

EVL2462-J-00B - 32V, 2A, SYNC BUCK CONVERTER EVALUATION BOARD

RESULTS (continued)

Performance curves and waveforms are tested on the evaluation board. Vi = 12V, Vour = 5V,
Ta = 25°C, unless otherwise noted.
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EVB TEST RESULTS (continued)

Performance curves and waveforms are tested on the evaluation board. Vi = 12V, Vour = 5V,
Ta = 25°C, unless otherwise noted.

CH2: Ven

CH3: swW

CH4: IL

CH2: Ven

CH3: SW

CH4: IL

CH2: Vin

CH3: sw

CH4: I

Start-Up through EN

lout = 0A
ﬁ 500V 200v/ 3 100VF 4 500mA/  2.000ms/ 00s Stop
|
-UII || [
-\ [ 1]
-
w

Shutdown through EN

lour = 0A

E 5.00v/ 200vf 3 100V/ 4 S00mA/ 5000ms/  00s Trig'd?
i

L]

Short-Circuit Entry

lout = 0A

E 5.00v/ 100V 3 100V 4 2004 10.00ms/ 8.000ms Stop

A |
LT

L

CH2: Ven

CH3: sw

CH4: I

CH2: Ven

CH3: swW

CH4: I

CH2: Vi

CH3: sw

CH4: I

Start-Up through EN

lout = 2A
I- 500v 200 3 100V 4 2004/ 2000ms/  00s Trig
"v

Shutdown through EN
lout = 2A

I- 5.00V/ 200V 3

100V 4 20047 1.000ms/  00s Trig'd?

"

Short-Circuit Recovery
loutr = 0A

E 500V/ 00V 3 100w 4

2004/ 1000ms/ -14.40ms  Stop

;" | T

EVL2462-J-00B Rev. 1.0

8/25/2025

MonolithicPower.com

MPS Proprietary Information. Patent Protected. Unauthorized Photocopy and Duplication Prohibited.

© 2025 MPS. All Rights Reserved.



mps EVL2462-J-00B - 32V, 2A, SYNC BUCK CONVERTER EVALUATION BOARD

EVB TEST RESULTS (continued)

Performance curves and waveforms are tested on the evaluation board. Vi = 12V, Vour = 5V,
Ta = 25°C, unless otherwise noted.
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Figure 5: Bottom Layer Figure 6: Bottom Silk
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REVISION HISTORY

Revision # | Revision Date | Description Pages Updated
1.0 8/25/2025 Initial Release -

Notice: The information in this document is subject to change without notice. Please contact MPS for current specifications.
Users should warrant and guarantee that third-party Intellectual Property rights are not infringed upon when integrating MPS
products into any application. MPS will not assume any legal responsibility for any said applications.
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